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Conveniently set up and operate JUNG 
Bluetooth devices with your smart-
phone:  
Use the JUNG Clever Config app to 
set up time controls and change pa-
rameters such as the delay time or the 
brightness. In addition, you control 
functions and can read off and check 
values and states.

This quick start guide explains the 
individual operating steps using an 
example.

1. Introduction
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The functions of the Clever Config app 
can be operated in an easily under-
stood way. 

The table here gives an overview of 
the necessary steps.

On the following pages, the individual 
steps are described in detail.

STEP PAGE

1. Pairing the mobile end device with the LB-Management device 4

2. Creating time control 7

3. Operating overview for relays, dimmers, switches 9

4. Operating overview for automatic switches 10

5. Activating sun sensor 11

6. Creating extended functions 12

7. Time control for the automatic switch 13

2. Overview
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3. Pairing the mobile end device with the LB-Management device
Before you can control the LB-Management using the app, you have to pair the Clever Config app and the device with Bluetooth.

3.1 Requirements for successful pairing

So that the connection between the device and the Clever Config app can be established successfully, the following requirements must be fulfilled:

 �  The insert is connected and switched off.
 �  The attachment is attached to the insert and operational.
 �  The mobile device is in the immediate vicinity of the attachment, as in pairing mode the range of the devices is restricted for security reasons.
 �  The app is started.

If all of these requirements are fulfilled, pairing can begin. On the following pages there is an explanation of how you carry out the pairing.
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1. Start the search for a Bluetooth device 
by pressing the Start search button [1].

3.2 Activating pairing mode on the device

Pairing is device-specific and the details will be found in the instructions for the respective device. 
If pairing mode is activated, it is active for one minute and the blue device LED flashes slowly.

2. After completing the search, all de-
vices found with their device type are 
displayed. 

3. Click on the device you want to pair 
with. Depending on the operating sys-
tem, there is an automatic confirma-
tion request for the pairing.

4. The device information is transferred. 
Once this process is complete, your 
mobile end device and the device are 
paired.

5. On the configuration screen you can 
customise the device settings. 

6. Once you have made the settings, 
press Save [2].

1

2
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3.3 Activating pairing mode - overview

The following table gives you an overview of how to activate the pairing mode on various devices, such as a switch or a 
button.

DEVICE ACTIVATE PAIRING MODE

Automatic switch 1.1 m Set the sliding switch to ON permanently. Darken the automatic switch with the hand or a box 
within the first minute for longer than four seconds. Afterwards, the blue LED starts to blink to in-
dicate that the pairing mode is on.

Automatic switch 2.2 m Press and hold the on button for longer than four seconds.

Ceiling observer / presence detector Press the Prog. button on the device (next to the lighting cable) for more than four seconds.

Control buttons Press the Bluetooth button for longer than four seconds.
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1. On the Configuration screen, choose 
the Time control tab and then press 
Create new timer [1].

4. Time control
In connection with the Universal timer attachment, you can create timer programmes that run automatically in the menu point Time control.

2. Select the days [2] on which the time 
control will be repeated and which 
function [3] will be run.

3. To specify the time, select Time point [4].

4. Specify the required time at which the 
function will be activated.

4.1 Time control by specific time

Create a time control that, for example, dims the light or moves the blinds up or down on particular days at specific times.

1
2
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1. After the location has been estab-
lished, you are given information on 
the time of the next sunrise and  
sunset.

4.2 Time control by sun position

In addition you can also define the switching times according to sun position as the Universal timer can calculate the sunrise and sunset times depending on the local ge-
ographic location. To do so, you have to make the setting in the device configuration in the Sun position menu that the app is permitted to access the local position.

2. Activate the extended adaptions [1] in 
order to link the action at sunrise with 
a time, for example:

 � Open blinds at sunrise at 08:00 at the 
earliest.

3. Select the weekdays [2] on which the 
time control will be activated. 

4. Once you have made the settings, 
press Save [3].

1
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5. Operation made easy
With the Clever Config app, your smartphone becomes an innovative remote control for your home. For example, you can operate switches, dimmers or blinds, display 
values reached or specify exact values or end positions.

5.1 Operation overview 

Below you can see how you can operate switches, dimmers and blinds. In addition, for all attachments you can set one up as a favourite by clicking on the star symbol in 
the header line. In this way, a function appears on the start page of the app.

1. With a switch, you change the state 
by clicking on Off or On [1].

2. With a dimmer, you change the state 
by clicking on Off or On [2].

3. You set the desired brightness by 
dragging or pressing on the rotary 
knob [3].

4. In addition, you can adjust the bright-
ness down or up by pressing on - or + 
[4].

5. With a blind, you set the desired  
position by dragging or pressing on 
the slider [5].

6. In addition, you can adjust the position 
down or up by pressing on - or + [6].

7. You can change the slat angle by 
dragging the control [7] to the desired 
position.

8. By pressing on the blue button [8], 
you stop the blind moving up or 
down.

1
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5.2 Operating overview for automatic switches

In addition, you can also operate automatic switches with the Clever Config app.

1. With an automatic switch with dim-
mer, you set the desired brightness by 
dragging or pressing on the slider [1].

2. In addition, you can adjust the bright-
ness down or up by pressing on - or + 
[2].

3. By selecting Off, Auto or On [3], you 
put the automatic switch  into the re-
quired state 

4. With an automatic switch with relay, 
put the switch into the required state 
by selecting Off, Auto or On [4].

1
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5.3 Activating sun sensor

With the sun sensor, you can make various settings, such as the brightness of the sun protection, based on the strength of the sunlight.

1. To activate the sun sensor, you first 
have to enter the MAC address [1] of 
the sensor into the Clever Config app. 
You don’t have to enter the colons. 
You will find the MAC address on the 
plate on sensor 1792HTBT.

2. After you have entered the MAC ad-
dress into the app, you can set the 
brightness for sun protection [2] or 
the temperature for activating the 
sun protection [3].

1
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5.4 Extended functions

Alongside the standard functions such as moving the blinds up or down or dimming a light, automatic switches also offer the possibility to set other functions.
Note: This is illustrated below using an automatic switch with dimmer as an example. The functions can differ depending on the type of dimmer or switch.

1. Select Further functions [1] in order to 
access the menu screen for the ex-
tended functions.

2. Press on the Activate/Deactivate 
switch to activate or deactivate the 
limit duration [2] function. The time 
limitation is only active for on and off.

3. Select one of the listed operating 
modes [3]. The list of operating 
modes can differ from the list shown 
depending on the insert.

1
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5.5 Creating time control for an automatic switch

If you are using an automatic switch, you can create functions and time controls for various functions, such as the alarm or nightlight function.
Note: Alarm function, hotel function and nightlight function can be activated time-dependently. A new function automatically deactivates the old function.

1. Select the gear icon [1] to access the 
time control menu.

2. On the Timer tab, select the Create 
new timer [2] function.

3. Next, set the Time [3] when the time 
control will start. In addition, you can 
activate or deactivate the random 
function [4].

4. Select the days [5] on which the time 
control will be run.

5. To specify the function, select Function 
[6].

6. From the listed functions, select a 
function to be used. 

7. After you have selected a function, 
save the new time control. 
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ALBRECHT JUNG GMBH & CO. KG

P.O. Box 1320

58579 Schalksmühle 

Germany 

Telephone +49 2355 806-379 

Fax            +49 2355 806-365 

E-Mail  international@jung.de

For sale contacts in your country see:

jung-group.com/contact

JUNG-GROUP.COM

Any questions?
 
We are pleased to help.


